
 
 
 
 
 

New mechanical time switches 3 TE 

 
Program Power 

reserve 
Shortest 
switching time 

Operating 
voltage 

Type Article No. 

Daily program - 15 Minutes 230 V AC talento 
111 

01.28.0001.1 

Daily program 3 Days 15 Minutes 110- 230 V AC talento 
211 

02.28.0001.1 

60-Minutes-
Program 

- 37,5 Seconds 230 V AC talento 
121 

01.28.0003.1 

 
 

The differences and highlights in comparison to the former 
mechanical time switches 3 TE 
 

 Higher Accuracy: Now with the new talento 211 ± 1 second/day is possible. Our former 
quartz-versions have had ± 2,5 seconds/day. 

 
 Shorter switching times: A major advantage of our new talento 211 and 111 is that the 

shortest switching time, which has been reduced from 30 to 15 minutes. Now we can meet 
this demand, which has been made by our customers for several years already. 

 The shortest switching time for the talento 121 is now 37.5 seconds; in the past, this was 1 
 minute and 15 seconds for this watch variant. 
 

 Override-Function: This means that the current switching state can be inverted. This inverted 
state remains until the next change by the switching tabs. After that, the switching program 
runs again as programmed. This function was not available with our previous products. As 
usual manual switching 3 positions: Permanent On / Automatic / Permanent Off. 
 

 12-hour Display: Our new timers have a 12-hour display: AM / PM. Previously, the timers 
have had a 24-hour display 
 

 Plug-in clamps: Now we offer the proven plug-in terminals as connection terminals, which 
simplify and speed up installation. 

 
 Connection placement: The connection terminals are still located at the same side of the 

device, so that a 1:1 exchange is possible without any problems. 

 

 



 
 
New mechanical time switches 1 TE 

                            
 

Program Power 
reserve 

Shortest 
switching time 

Operating 
voltage 

Type Article No. 

Daily program - 15 Minutes 230 V AC talento 
111 mini 

01.06.0004.1 

Daily program 3 Days 15 Minutes 230- 240 V 
AC 

talento 
211 mini 

02.03.0003.1 

 
 

The differences and highlights in comparison to the former 
mechanical time switches 1 TE 
 

 Higher Accuracy: Now with the new talento 211 mini ± 1 second/day is possible. Our former 
quartz-versions have had ± 2,5 seconds/day. 

 
 Shorter switching times: A major advantage of our new talento 211 mini and 111 mini is, 

that the shortest switching time has been reduced from 30 to 15 minutes. Now we can meet 
this demand, which has already been made by our customers for several years. 

 
 Connection placement: The pin assignment of the 1-TE devices is slightly different from the 

previous models. A 1:1 exchange is therefore associated with a little bit more effort for the 
electrician. The relay connections are new on the lower side of the device. 
 

 LED lamp load: LED-lamp >2W 300W.  
 

 Handset 3 positions: Permanent On / Automatic / Permanent Off. 
 

 Manipulation security: In the sealed state, the time and the switching program cannot be 
changed.  


